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1 REPLACEMENT OF A PANEL FOR TYPE E500 (H)   

1°) Be aware of safety aspects (personal, product and environment). 
2°) Check if material needed is available on site.   

 

1.Switch off the main power and make sure that it cannot be switched on unintentionally. 

 

2. Wind the panel from the drum so far, that about 2/3 of drum is still covered with 1 layer 
of the panel. (Photo 1) 

 

3. Take away the pop-rivets and bring the panel down. 

 

4. Unscrew the positioning screws in the bottom beam, remove the tabs and loosen the 
air tube from the T-part of the break-away system. 

 

5. Now, the panel can be pulled out of  the bottom beam. (Photo 2) (Note! The spiral 
cable is still on the bottom beam. Do not stretch it too much). 

 

6. Take the complete break-away tube out of the panel.(Be careful with the white hoses) 
(photo 3) 

 

7. Make a small hole in the new panel on the same place as in the old panel, to get the T-
part of the break-away tube through the curtain. (Photo 4) 

 

8. Slide the break-away tube into the new panel.(Photo 5) 

 

9. Install the bottom beam on the new panel, fasten the positioning screws and install the 
tabs. (If they are damaged, replace them). (Photo 6) 

 

10. Fold the upper part of the panel over the drum and look for the middle (mark indicated 
on drum and panel). Start from that point and mount the curtain along the horizontal stripe 
on the drum (Use self-adhesive tape. In most cases there is still some left from the old 
panel) (Photo 7) 

 

11. Wind on the panel with the hand crank and bring the tabs into the tracks. 

 

12. Open and close the door by hand crank a few times to see if the panel is straight on 
the drum and that the edge is in the middle (Tolerance on the left as well as on the right 
side has to be 6mm). (photo 8).   

 

13. If it is running correctly, unwind the panel and fix new pop-rivets in the drum.      
(Photo 9) 

 

14. Wind on the panel again, switch the power on and let the door run electrically as test. 

 

15. Check the break-away function and adjust if necessary (See earlier action). 

 

16. Check and adjust if necessary :  
- Door running function  
- Spiral cable  
- Break away  
- Safety edge   
- Limit switch  
- Door balancing   
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